MOTOR

DOWN SOLENOID
"DUMP VALVE”
(SEE DETALL)

SOLENOID LL3087
VALVE LL3086

PRESSURE
GAUGE
LL3651

MANIFOLD TEE

PRESSURE
SWITCH
(SEE DETAIL)
LL2314

MOUNTING
HOLES

PUMP = LL3789
COUPLER = LL3710

LL3711 (3 PHASE)
LL3712 (SINGLE PHASE)

MOTOR/MANIFOLD ASSEMBLY
CAN BE ROTATED 90°

FILLER BREATHER
CAP & FILL GAUGE
LL3296

RESERVOIR
TEE

RESERVOIR

FLOW CONTROL
VALVE
(SEE DETAIL)

MANIFOLD
BLOCK

PRESSURE

RELIEF
VALVE

PRESSURE SWITCH

RELIEF VALVE ADJUSTMENT

LL2355

HEX COVER RELEASE KNOB

* TURN COUNTER
CLOCKWISE FOR
MANUAL LOWERING
(KNOB WILL POP OUT)
* PUSH IN AND TURN
CLOCKWISE TO
RESUME ELECTRICAL
OPERATION

DOWN SOLENOID
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FLOW CONTROL VALVE DETAIL (DOWN SPEED)

1. LOOSEN HEX NUT.

2. SELECT CORRECT SIZE OF

ALLEN WRENCH.

3. TURN VALVE CLOCKWISE TO
INCREASE PRESSURE, TURN

COUNTER CLOCKWISE TO
DECREASE PRESSURE.
4, TIGHTEN HEX NUT.

PRESSURE SWITCH DETAIL

w?u. DECK

HYDRAULIC POWER UNIT
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